
Specifications :

specification unit

Model-UC

UC-

150

UC-

300

UC-

450

UC-

500

UC-

600

UC-

800

UC-

1000

UC-

1250

UC-

1500

Capacity

Distance

Between

Center

mm 160 310 510 510 610 810 1010 1260 1510

Hight of

Center
mm 102 102 130 151

Table

Swivelling

Angle
deg.

± 9°
.+ 10°

-4°

.+ 9°

-3°

.+ 7°

-3°

.+ 7°

-5°

.+ 7°

-4°

.+ 6°

-4°

.+ 5°

-3°

.+ 5°

-3°
● Table Speed

Mech.4 Step

mm/

min
- 140-260-370-700

Electric Motor

Required,3

Phase

Hp/r

pm
0.5/0r 0.37 KW./1440

● Hy Speed

Infinitely

variable

met/

min
- - 0.1 to 2.5

Hy Power

Pack Electric

Motor,3 Phase

Hp/r

pm
- - 1/ 0r 0.75 KW./1441

Wheel Head

Grinding

Wheel Size

DxWxB

mm
250×25

×76.2

300×25

×76.2
350×40×127

Grinding

Wheel Speed
rpm 2300 1900 1900 1700

In Feed Of

Hand Wheel

Per Division

mm 0.01 0.01 0.01 0.01

Electric Motor

Required,3

Phase

Hp/r

pm

1.5/144

0
2/1440 3/1440 3/1440



specification unit

Model-UC

UC-

150

UC-

300

UC-

450

UC-

500

UC-

600

UC-

800

UC-

1000

UC-

1250

UC-

1500

● Rapid

Approach
mm - - - 40 mm stock(F×R)

work Head

spindle Speed

(3Rang)
rpm

90-

210-

360

90-

180-

360

90-

180-

360

65-140-205-300

Spindle In

Toper
M.T 3 3 3 4

Electric Motor

3 Phase

HP/r

pm

0.5/144

0

0.5/144

0

0.5/14

40
1/1440

Tail Stock

Toper IN

Quile
M.T 3 3 3 4

Max Quile

Stock
mm 25 25 25 40

●Internal

Grinding

Attachment

Spindle Size mm 200×60 200×60
250×6

0
250×60

Spindle Speed rpm 12000 12000 16000 16000

Electric Motor

Required 3

Phase

HP/r

pm

0.5/280

0

0.5/280

0
1/2800 1/2800

Coolant Tank

Coolant Tank liter 35 35 50 50

Coolant Pump

3 Phase
HP 0.15 0.15 0.15 0.15

Total Weight
Machine

Approx
kg 600 900 1400 1700 2100 2500 3000 3500 4000
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